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Products of Finnsementti

Common cement

Special aggregates

Admixtures

GGBFS
Masonry cement

Others



Raahe        (GGBFS)

Cement assortment

Oulu

Pietarsaari

Vaasa

Parainen

Kantvik

Lappeenranta

Maarianhamina

Perus cement CEM II/B-S 42,5 N

Yleis cement CEM II/A-M (S-LL ) 42,5 N

Rapid cement CEM II/A-LL 42,5 R

Pika cement CEM I 52,5 R

Mega cement CEM I 42,5 R

SR cement CEM I 42,5 N

Valko cement CEM I 52,5 R

(White cement)

Parmu masonry cement



Basic cements for mass stabilisation
Perus cement CEM II/B-S 42,5N

•20 – 35 % GGBFS
•Good final strength

_______________________________

Yleis cement CEM II/A-M 42,5N
•up to 20 % GGBFS and lime
•Good final strength



Ground Granulated Blast Furnace Slag (GGBFS)

•Environmentally friendly binder
•Good final strength
•Low heat of hydration
•Light

_______________________________

Fields of application:
•Massive construction
•Aggressive conditions
•Stabilisation of polluted soils and clay



Special cements
Pika cement CEM I 52,5R + GGBFS

•Cement for Precast Element industry
•Great activation of GGBFS
•Good final strength

_______________________________

SR cement CEM I 42,5N
•Mass stabilisation of turf, sludge and 
silt
•Aggressive conditions



Thank you for your attention!


